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Product Information

YHSP-SAR
Electronic Leak Point Sensor
Detects Acid, Alkaline and Inorganic Solutions

The YHSP-SAR detects leaks of acid,
alkaline and inorganic solutions.

It ignores water and delivers fast, reliable
leak detection in industrial environments.

Key Features

Chemical Family Detection Fast Response Washable and Reusable Control Module 
Integration

2-Wire Leak Point Sensor

Ignores water and detects
chemicals in acid, alkaline,

and inorganic solution categories.

Detects leaks within
2 to 60 seconds,

depending on the chemical.

Wash and dry the sensor after
detection for repeated use and

lower maintenance costs.

Connects to a leak detection
control module for reliable

system operation.

Simple 2-wire connection:
White: Positive (+)
Black: Negative (-)

Target Liquids

Acid 
Solutions

Inorganic 
Solutions

Typical Detection Media

• Sulfuric Acid
• Hydrochloric Acid
• Nitric Acid

• Hydrofluoric Acid
• Sodium Hydroxide
• Hydrogen Peroxide

(Other Acid, Alkaline and Inorganic Solutions)

Washable and Reusable

Reusable Sensor Design
• Washable after detection
• Reusable after drying
• Fewer sensor replacements
• Lower maintenance costs

YHSP-SAR Sensor

Leak Detection
Control Module

1 Channel

Leak Detection
Control Module

4 Channels

2-Wire Leak Point Sensor
White (+), Black (-)

YHSM-01S-AR YHSM-04S-AR

Required System Configuration

※ Use the YHSP-SAR with either the YHSM-01S-AR or the YHSM-04S-AR leak detection control module.

Alkaline 
Solutions

OR

YOOHANTECH Co., Ltd.
T. +82-31-924-6363 www.yoohantech.com master@yoohantech.com

658 Beopgot-gil, Ilsanseo-gu, Goyang-si, Gyeonggi-do, Republic of Korea



PRODUCT DATA SHEET02

Model

Materials

Measurement Range

Output

Target Liquids

Supply Voltage

Dimensions

Installation Environment

Operating Temperature

Typical Detection Media

YHSP-SAR

Chemicals in acid, alkaline and
inorganic solution categories

0 to 3000

Phase Shift

DC 5 V

SUS 304, PP, etc.

68 × 68 × 32 (±0.5) mm

Around tanks and piping in industrial facilities
Suitable for indoor and outdoor use

-20 to +55 °C

Sulfuric acid, hydrochloric acid, nitric acid,
hydrofluoric acid, sodium hydroxide,
hydrogen peroxide, etc.

Response Time Within 2 to 60 seconds

Item Specification 68

68
32

1. Specifications (Unit: mm)2. Dimensions

※ Dimensions and appearance are subject to change without notice.

3. Typical Detection Media 4. Ordering Information

Model Description

YHSP-SAR Electronic Leak Point Sensor for Acid,
Alkaline and Inorganic Solutions

YHSM-01S-AR 1-Channel Leak Detection Control Module

YHSM-04S-AR 4-Channel Leak Detection Control Module

YHWS-P01 Position Marking Base, Optional

YHBK-P02 Point Sensor Protective Housing, Optional

Sulfuric Acid

Hydrochloric Acid

Nitric Acid

Hydrofluoric Acid

Sodium Hydroxide

Hydrogen Peroxide

Other Acid, Alkaline and Inorganic Solutions

5. Notes

YHSP-SAR Technical Data
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Use the YHSP-SAR with a compatible
leak detection control module.

Observe the correct
2-wire polarity:

white positive (+), black negative (-).

After leak detection, wash the sensor
with water and dry thoroughly before reuse.

Specifications, dimensions,
and appearance are subject to

change without notice.
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